
MANDO Adapt T211 SE. Order overview Suitable for

Size Clamping 
range  
[mm]

Adap-
tation 
size

Suitable for Order no. In stock TOPlus 
mini 

pull-back
Page 20

TOPlus 
combi 

pull-back
Page 46

TOPlus 
modular 

Page 46

TOROK 
SE 

Page 136

HYDROK 
SE 

Page 242

MANOK 
plus SE 

Page 232

0

20 – 28

52

TOPlus mini 10818/0001 - ✔
all except  

TOPlus mini chuck
2523/0011 ✔ ✔ ✔ ✔ ✔ ✔

65

TOPlus mini 10818/0004 ✔ ✔
all except  

TOPlus mini chuck
2523/0003 ✔ ✔ ✔ ✔ ✔ ✔

100

TOPlus mini 10818/0009 ✔ ✔
all except  

TOPlus mini chuck
2523/0008 ✔ ✔ ✔ ✔ ✔ ✔

1

26 – 38

52

TOPlus mini 10818/0002 - ✔
all except  

TOPlus mini chuck
2523/0012 ✔ ✔ ✔ ✔ ✔ ✔

65

TOPlus mini 10818/0005 ✔ ✔
all except  

TOPlus mini chuck
2523/0004 ✔ ✔ ✔ ✔ ✔ ✔

100

TOPlus mini 10818/0010 ✔ ✔
all except  

TOPlus mini chuck
2523/0009 ✔ ✔ ✔ ✔ ✔ ✔

2

36 – 54

52

TOPlus mini 10818/0003 - ✔
all except  

TOPlus mini chuck
2523/0013 ✔ ✔ ✔ ✔ ✔ ✔

65

TOPlus mini 10818/0006 ✔ ✔
all except  

TOPlus mini chuck
2523/0005 ✔ ✔ ✔ ✔ ✔ ✔

100

TOPlus mini 10818/0011 ✔ ✔
all except  

TOPlus mini chuck
2523/0010 ✔ ✔ ✔ ✔ ✔ ✔

3

50 – 80

65

TOPlus mini 10818/0007 ✔ ✔
all except  

TOPlus mini chuck
2523/0006 ✔ ✔ ✔ ✔ ✔ ✔

100

TOPlus mini 10818/0012 ✔ ✔
all except  

TOPlus mini chuck
2523/0001 ✔ ✔ ✔ ✔ ✔ ✔

4

69 – 120

65

TOPlus mini 10818/0008 ✔ ✔
all except TOPlus 

mini chuck
2523/0007 ✔ ✔ ✔ ✔ ✔ ✔

100

TOPlus mini 10818/0013 ✔ ✔
all except TOPlus 

mini chuck
2523/0002 ✔ ✔ ✔ ✔ ✔ ✔

Detailed technical data follows.

ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]

Scope of delivery

�� Adaptation mandrel

�� Draw bolt
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 MANDO Adapt T211 SE  .   Technical data 

    

I

BA A FD

B

AZ

V

AW

BC

AG

H

J

C

D

 Size       0 
 Adaptation size       52  65  100 

 Suitable for       TOPlus mini 
 all except 

TOPlus mini chuck 
 TOPlus mini 

 all except 
TOPlus mini chuck 

 TOPlus mini 
 all except 

TOPlus mini chuck 
 Clamping range   [mm]    A  20 – 28 
 Concentricity   [mm]      0,010 
 Max. radial clamping force   [kN]      42 
 Max. axial drawtube force   [kN]      10 
 Max. clamping length   [mm]   AG  22 
 Release stroke in Ø   [mm]    C  0,4 
 Reserve stroke in Ø   [mm]    D  0,3 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25 

 RPM n max.   [1/min.]      7000  6000  5000 
 Max. actuating torque   [Nm]   BC  10 
 Draw bolt Ø   [mm]   BA  19 
 Reception workpiece end-stop    FD  Ø 32 f7 
 End-stop outer Ø   [mm]   AZ  65 
 Bolt hole circle end-stop     B  LK Ø 50 [3 x M6] 
 Length   [mm]    H  42,3  42  41,5 
 Total length   [mm]    I  94  119  94 
 Height   [mm]    J  55 
 Bolt hole circle     V  LK Ø 105 [3 x M8]  LK Ø 107 [3 x M8]  LK Ø 112 [3 x M8]  LK Ø 126 [3 x M6]  LK Ø 160 [3 x M8]  LK Ø 180 [3 x M8] 
 Outer Ø   [mm]   AW  119  125  129  144  183  215 
 Weight   [kg]      3  4  9 
 In stock    -  ✔  ✔  ✔  ✔  ✔ 
 Order no.    10818/0001  2523/0011  10818/0004  2523/0003  10818/0009  2523/0008 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 413 

  
 ADAPTATION CLAMPING DEVICES

  MANDO Adapt [mandrel adaptation] 
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MANDO Adapt T211 SE. Technical data

I

BA A FD

B

AZ

V

AW

BC

AG

H

J

C

D

Size  1
Adaptation size  52 65 100

Suitable for  TOPlus mini
all except  

TOPlus mini chuck
TOPlus mini

all except  
TOPlus mini chuck

TOPlus mini
all except  

TOPlus mini chuck
Clamping range [mm]  A 26 – 38
Concentricity [mm]  0,010
Max. radial clamping force [kN]  42
Max. axial drawtube force [kN]  10
Max. clamping length [mm] AG 26
Release stroke in Ø [mm]  C 0,4
Reserve stroke in Ø [mm]  D 0,3
Range / recommended workpiece 
tolerance [mm] 

 ± 0,25

RPM n max. [1/min.]  7000 6000 5000
Max. actuating torque [Nm] BC 20
Draw bolt Ø [mm] BA 25
Reception workpiece end-stop FD Ø 41 f7
End-stop outer Ø [mm] AZ 69
Bolt hole circle end-stop  B LK Ø 55 [3 x M6]
Length [mm]  H 52 40
Total length [mm]  I 119 139
Height [mm]  J 65
Bolt hole circle  V LK Ø 105 [3 x M8] LK Ø 107 [3 x M8] LK Ø 112 [3 x M8] LK Ø 126 [3 x M6] LK Ø 160 [3 x M8] LK Ø 180 [3 x M8]
Outer Ø [mm] AW 119 125 129 144 183 215
Weight [kg]  3 4 9
In stock - ✔ ✔ ✔ ✔ ✔
Order no. 10818/0002 2523/0012 10818/0005 2523/0004 10818/0010 2523/0009

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 413


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]
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 MANDO Adapt T211 SE  .   Technical data 

    

I

BA A FD

B

AZ

V

AW

BC

AG

H

J

C

D

 Size       2 
 Adaptation size       52  65  100 

 Suitable for       TOPlus mini 
 all except TOPlus 

mini chuck 
 TOPlus mini 

 all except TOPlus 
mini chuck 

 TOPlus mini 
 all except TOPlus 

mini chuck 
 Clamping range   [mm]    A  36 – 54 
 Concentricity   [mm]      0,010 
 Max. radial clamping force   [kN]      85 
 Max. axial drawtube force   [kN]      20 
 Max. clamping length   [mm]   AG  43 
 Release stroke in Ø   [mm]    C  0,4 
 Reserve stroke in Ø   [mm]    D  0,3 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25 

 RPM n max.   [1/min.]      7000  6000  5000 
 Max. actuating torque   [Nm]   BC  25 
 Draw bolt Ø   [mm]   BA  35 
 Reception workpiece end-stop    FD  Ø 50 f7 
 End-stop outer Ø   [mm]   AZ  93 
 Bolt hole circle end-stop     B  LK Ø 78 [3 x M6] 
 Length   [mm]    H  71 
 Total length   [mm]    I  139  159 
 Height   [mm]    J  85 
 Bolt hole circle     V  LK Ø 105 [3 x M8]  LK Ø 107 [3 x M8]  LK Ø 112 [3 x M8]  LK Ø 126 [3 x M6]  LK Ø 160 [3 x M8]  LK Ø 180 [3 x M8] 
 Outer Ø   [mm]   AW  119  125  129  144  183  215 
 Weight   [kg]      3  4  10 
 In stock    -  ✔  ✔  ✔  ✔  ✔ 
 Order no.    10818/0003  2523/0013  10818/0006  2523/0005  10818/0011  2523/0010 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 413 

  
 ADAPTATION CLAMPING DEVICES

  MANDO Adapt [mandrel adaptation] 
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MANDO Adapt T211 SE. Technical data

I

BA A FD

B

AZ

V

AW

BC

AG

H

J

C

D

Size  3
Adaptation size  65 100

Suitable for  TOPlus mini all except TOPlus mini chuck TOPlus mini all except TOPlus mini chuck
Clamping range [mm]  A 50 – 80
Concentricity [mm]  0,010
Max. radial clamping force [kN]  105
Max. axial drawtube force [kN]  25
Max. clamping length [mm] AG 49
Release stroke in Ø [mm]  C 0,5
Reserve stroke in Ø [mm]  D 0,4
Range / recommended workpiece 
tolerance [mm] 

 ± 0,35

RPM n max. [1/min.]  6000 5000
Max. actuating torque [Nm] BC 55
Draw bolt Ø [mm] BA 49
Reception workpiece end-stop FD Ø 65 f7
End-stop outer Ø [mm] AZ 96
Bolt hole circle end-stop  B LK Ø 80 [3 x M6]
Length [mm]  H 68 78
Total length [mm]  I 159 169
Height [mm]  J 78 95
Bolt hole circle  V LK Ø 112 [3 x M8] LK Ø 126 [3 x M6] LK Ø 160 [3 x M8] LK Ø 180 [3 x M8]
Outer Ø [mm] AW 129 144 183 215
Weight [kg]  5 10
In stock ✔ ✔ ✔ ✔
Order no. 10818/0007 2523/0006 10818/0012 2523/0001

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 413


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]
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 MANDO Adapt T211 SE  .   Technical data 

    

I

BA A FD

B

AZ

V

AW

BC

AG

H

J

C

D

 Size       4 
 Adaptation size       65  100 

 Suitable for       TOPlus mini  all except TOPlus mini chuck  TOPlus mini  all except TOPlus mini chuck 
 Clamping range   [mm]    A  69 – 120 
 Concentricity   [mm]      0,010 
 Max. radial clamping force   [kN]      150 
 Max. axial drawtube force   [kN]      35 
 Max. clamping length   [mm]   AG  59 
 Release stroke in Ø   [mm]    C  0,6 
 Reserve stroke in Ø   [mm]    D  0,5 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,4 

 RPM n max.   [1/min.]      6000  5000 
 Max. actuating torque   [Nm]   BC  55 
 Draw bolt Ø   [mm]   BA  68 
 Reception workpiece end-stop    FD  Ø 78 f7 
 End-stop outer Ø   [mm]   AZ  120 
 Bolt hole circle end-stop     B  LK Ø 90 [3 x M6] 
 Length   [mm]    H  80 
 Total length   [mm]    I  174  184 
 Height   [mm]    J  110 
 Bolt hole circle     V  LK Ø 112 [3 x M8]  LK Ø 126 [3 x M6]  LK Ø 160 [3 x M8]  LK Ø 180 [3 x M8] 
 Outer Ø   [mm]   AW  129  144  183  215 
 Weight   [kg]      5  11 
 In stock    ✔  ✔  ✔  ✔ 
 Order no.    10818/0008  2523/0007  10818/0013  2523/0002 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper.

For size 4, clamping range 101 - 120 mm, a max. speed of 4200 RPM applies. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 413

  
 ADAPTATION CLAMPING DEVICES
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 MANDO Adapt T211 RD  .   Technical data 

    

I

BA A FD B AZ V AW

BC

AG

H

J

C

D

 Size       0 
 Adaptation size       42  52  65  80  100 

 Clamping range   [mm]    A  20 – 28 
 Concentricity   [mm]      0,010 
 Max. radial clamping force   [kN]      42 
 Max. axial drawtube force   [kN]      10 
 Max. clamping length   [mm]   AG  22 
 Release stroke in Ø   [mm]    C  0,4 
 Reserve stroke in Ø   [mm]    D  0,3 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25 

 RPM n max.   [1/min.]      7000  6000  5500  5000 
 Max. actuating torque   [Nm]   BC  10 
 Draw bolt Ø   [mm]   BA  19 
 Reception workpiece end-stop    FD  Ø 32 f7 
 End-stop outer Ø   [mm]   AZ  65 
 Bolt hole circle end-stop     B  LK Ø 50 [3 x M6] 
 Length   [mm]    H  40,8  40 
 Total length   [mm]    I  106  109  119  129 
 Height   [mm]    J  55 
 Bolt hole circle     V  LK Ø 107 [3 x M6]  LK Ø 126 [3 x M6]  LK Ø 139 [3 x M6]  LK Ø 180 [3 x M8] 
 Outer Ø   [mm]   AW  125  144  160  215 
 Weight   [kg]      4  5  6  11 
 In stock    ✔  ✔  ✔  ✔  ✔ 
 Order no.    2521/0025  2521/0019  2521/0011  2521/0001  2521/0010 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 413 
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MANDO Adapt T211 RD. Technical data

I

BA A FD B AZ V AW

BC

AG

H

J

C

D

Size  1
Adaptation size  42 52 65 80 100

Clamping range [mm]  A 26 – 38
Concentricity [mm]  0,010
Max. radial clamping force [kN]  42
Max. axial drawtube force [kN]  10
Max. clamping length [mm] AG 25,4 26
Release stroke in Ø [mm]  C 0,4
Reserve stroke in Ø [mm]  D 0,3
Range / recommended workpiece 
tolerance [mm] 

 ± 0,25

RPM n max. [1/min.]  7000 6000 5500 5000
Max. actuating torque [Nm] BC 20
Draw bolt Ø [mm] BA 25
Reception workpiece end-stop FD Ø 41 f7
End-stop outer Ø [mm] AZ 69
Bolt hole circle end-stop  B LK Ø 55 [3 x M6]
Length [mm]  H 51,8 51
Total length [mm]  I 116 119 129 139
Height [mm]  J 65
Bolt hole circle  V LK Ø 107 [3 x M6] LK Ø 126 [3 x M6] LK Ø 139 [3 x M6] LK Ø 180 [3 x M8]
Outer Ø [mm] AW 125 144 160 215
Weight [kg]  4 5 6 11
In stock - ✔ ✔ ✔ ✔
Order no. 2521/0027 2521/0020 2521/0012 2521/0002 2521/0006

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 413


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]
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 MANDO Adapt T211 RD  .   Technical data 

    

I

BA A FD B AZ V AW

BC

AG

H

J

C

D

 Size       2 
 Adaptation size       42  52  65  80  100 

 Clamping range   [mm]    A  36 – 54 
 Concentricity   [mm]      0,010 
 Max. radial clamping force   [kN]      85 
 Max. axial drawtube force   [kN]      20 
 Max. clamping length   [mm]   AG  43  42,4  43 
 Release stroke in Ø   [mm]    C  0,5 
 Reserve stroke in Ø   [mm]    D  0,3 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25 

 RPM n max.   [1/min.]      7000  6000  5500  5000 
 Max. actuating torque   [Nm]   BC  25 
 Draw bolt Ø   [mm]   BA  35 
 Reception workpiece end-stop    FD  Ø 50 f7 
 End-stop outer Ø   [mm]   AZ  96 
 Bolt hole circle end-stop     B  LK Ø 78 [3 x M6] 
 Length   [mm]    H  71,3  71 
 Total length   [mm]    I  136  139  149  159 
 Height   [mm]    J  85 
 Bolt hole circle     V  LK Ø 107 [3 x M6]  LK Ø 126 [3 x M6]  LK Ø 139 [3 x M6]  LK Ø 180 [3 x M8] 
 Outer Ø   [mm]   AW  125  144  160  215 
 Weight   [kg]      2,5  3  5  6  11 
 In stock    -  ✔  ✔  ✔  ✔ 
 Order no.    2521/0026  2521/0021  2521/0013  2521/0003  2521/0007 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 413 

  
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MANDO Adapt T211 RD. Technical data

I

BA A FD B AZ V AW

BC

AG

H

J

C

D

Size  3
Adaptation size  65 80 100

Clamping range [mm]  A 50 – 80
Concentricity [mm]  0,010
Max. radial clamping force [kN]  105
Max. axial drawtube force [kN]  25
Max. clamping length [mm] AG 49
Release stroke in Ø [mm]  C 0,5
Reserve stroke in Ø [mm]  D 0,4
Range / recommended workpiece 
tolerance [mm] 

 ± 0,35

RPM n max. [1/min.]  6000 5500 5000
Max. actuating torque [Nm] BC 55
Draw bolt Ø [mm] BA 49
Reception workpiece end-stop FD Ø 65 f7
End-stop outer Ø [mm] AZ 100
Bolt hole circle end-stop  B LK Ø 80 [3 x M6]
Length [mm]  H 78
Total length [mm]  I 159 169
Height [mm]  J 95
Bolt hole circle  V LK Ø 126 [3 x M6] LK Ø 139 [3 x M6] LK Ø 180 [3 x M8]
Outer Ø [mm] AW 144 160 215
Weight [kg]  5 6 11
In stock ✔ ✔ ✔
Order no. 2521/0014 2521/0004 2521/0008

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 413


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]
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 MANDO Adapt T211 RD  .   Technical data 

    

I

BA A FD B AZ V AW

BC

AG

H

J

C

D

 Size       4 
 Adaptation size       65  80  100 

 Clamping range   [mm]    A  69 – 120 
 Concentricity   [mm]      0,010 
 Max. radial clamping force   [kN]      150 
 Max. axial drawtube force   [kN]      35 
 Max. clamping length   [mm]   AG  59 
 Release stroke in Ø   [mm]    C  0,6 
 Reserve stroke in Ø   [mm]    D  0,5 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,4 

 RPM n max.   [1/min.]      6000  5500  5000 
 Max. actuating torque   [Nm]   BC  55 
 Draw bolt Ø   [mm]   BA  68 
 Reception workpiece end-stop    FD  Ø 78 f7 
 End-stop outer Ø   [mm]   AZ  100 
 Bolt hole circle end-stop     B  LK Ø 90 [3 x M6] 
 Length   [mm]    H  95 
 Total length   [mm]    I  174  184 
 Height   [mm]    J  110 
 Bolt hole circle     V  LK Ø 126 [3 x M6]  LK Ø 139 [3 x M6]  LK Ø 180 [3 x M8] 
 Outer Ø   [mm]   AW  144  160  215 
 Weight   [kg]      6  8  11 
 In stock    ✔  ✔  ✔ 
 Order no.    2521/0015  2521/0005  2521/0009 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. Mounting repeatability of stationary clamping devices: Repeatability of 0.003 mm 

can be achieved on the mandrel taper.

For size 4, clamping range 101 – 120 mm, a max. speed of 4200 RPM applies. 

 Segmented 
clamping bushings 

 End-stop blanks 
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  MANDO Adapt [mandrel adaptation] 
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