
MANDO Adapt T812 RD. Order overview Suitable for

Size Clamping range  
[mm]

Adaptation size Order no. In stock SPANNTOP 
mini 

deadlength
Page 64

SPANNTOP 
nova combi 
deadlength

Page 98

XS

13 – 19

42/52 10561/0021 -

✔ ✔65 10561/0022 -

80 10561/0014 -

S

16 – 21

42/52 10561/0002 -

✔ ✔65 10561/0023 -

80 10561/0015 -

0

20 – 28

42/52 10561/0024 -

✔ ✔65 10561/0025 ✔

80 10561/0016 -

1

26 – 38

42/52 10561/0026 -

✔ ✔65 10561/0027 ✔

80 10561/0028 -

2

36 – 54

42/52 10561/0005 -

✔ ✔65 10561/0029 ✔

80 10561/0030 -

3

50 – 80

42/52 10561/0006 -

✔ ✔65 10561/0031 ✔

80 10561/0032 -

4
69 – 100

65 10561/0033 -
✔ ✔

80 10561/0020 -

Detailed technical data follows. Adaptation size 100 upon request.

ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]

Scope of delivery

�� Adaptation mandrel

�� Support sleeve for SAD segmented clamping bushings

�� Assembly wrench
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 MANDO Adapt T812 RD  .   Technical data 

    

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

 Size       XS 
 Adaptation size       42/52  65  80 

 Clamping range   [mm]    A  13 – 19 
 Concentricity   [mm]      0,025 
 Release stroke in Ø   [mm]    C  0,4 
 Reserve stroke in Ø   [mm]    D  0,3 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25 

 Max. clamping length   [mm]   AG  14 
 Max. axial compression force   [kN]      10 
 Max. radial clamping force   [kN]      42 
 RPM n max.   [1/min.]      7000  6000  5500 
 Reception workpiece end-stop    FD  Ø 36 f7 
 Bolt hole circle end-stop     B  LK Ø 53 [3 x M5] 
 End-stop outer Ø   [mm]   AZ  65 
 Depth   [mm]   BR  39,5 
 End-stop outer Ø 2   [mm]   EM  42 
 Length   [mm]    H  47,5 
 Total length   [mm]    I  122,5  127,5 
 Height   [mm]    J  81,7 
 Bolt hole circle     V  LK Ø 125 [3 x M10]  LK Ø 145 [3 x M10]  LK Ø 160 [3 x M10] 
 Outer Ø   [mm]   AW  170  186  205 
 Weight   [kg]      7  8  10 
 In stock    -  -  - 
 Order no.    10561/0021  10561/0022  10561/0014 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 414 

  
 ADAPTATION CLAMPING DEVICES

  MANDO Adapt [mandrel adaptation] 
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MANDO Adapt T812 RD. Technical data

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

Size  S
Adaptation size  42/52 65 80

Clamping range [mm]  A 16 – 21
Concentricity [mm]  0,025
Release stroke in Ø [mm]  C 0,4
Reserve stroke in Ø [mm]  D 0,3
Range / recommended workpiece 
tolerance [mm] 

 ± 0,25

Max. clamping length [mm] AG 15
Max. axial compression force [kN]  10
Max. radial clamping force [kN]  42
RPM n max. [1/min.]  7000 6000 5500
Reception workpiece end-stop FD Ø 39 f7
Bolt hole circle end-stop  B LK Ø 57 [3 x M5]
End-stop outer Ø [mm] AZ 70
Depth [mm] BR 41,5
End-stop outer Ø 2 [mm] EM 45
Length [mm]  H 49,5
Total length [mm]  I 124,5 129,5
Height [mm]  J 83,5 83,7 83,5
Bolt hole circle  V LK Ø 125 [3 x M10] LK Ø 145 [3 x M10] LK Ø 160 [3 x M10]
Outer Ø [mm] AW 170 186 205
Weight [kg]  7 8 10
In stock - - -
Order no. 10561/0002 10561/0023 10561/0015

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 414


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]
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 MANDO Adapt T812 RD  .   Technical data 

    

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

 Size       0 
 Adaptation size       42/52  65  80 

 Clamping range   [mm]    A  20 – 28 
 Concentricity   [mm]      0,015 
 Release stroke in Ø   [mm]    C  0,4 
 Reserve stroke in Ø   [mm]    D  0,3 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25 

 Max. clamping length   [mm]   AG  21 
 Max. axial compression force   [kN]      10 
 Max. radial clamping force   [kN]      42 
 RPM n max.   [1/min.]      7000  6000  5500 
 Reception workpiece end-stop    FD  Ø 47 f7 
 Bolt hole circle end-stop     B  LK Ø 70 [3 x M6] 
 End-stop outer Ø   [mm]   AZ  90 
 Depth   [mm]   BR  51,5 
 End-stop outer Ø 2   [mm]   EM  54 
 Length   [mm]    H  60,5 
 Total length   [mm]    I  135,5  140,5 
 Height   [mm]    J  94,7 
 Bolt hole circle     V  LK Ø 125 [3 x M10]  LK Ø 145 [3 x M10]  LK Ø 160 [3 x M10] 
 Outer Ø   [mm]   AW  170  186  205 
 Weight   [kg]      8  9  11 
 In stock    -  ✔  - 
 Order no.    10561/0024  10561/0025  10561/0016 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 414 

  
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MANDO Adapt T812 RD. Technical data

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

Size  1
Adaptation size  42/52 65 80

Clamping range [mm]  A 26 – 38
Concentricity [mm]  0,015
Release stroke in Ø [mm]  C 0,4 0,5
Reserve stroke in Ø [mm]  D 0,3 0,4
Range / recommended workpiece 
tolerance [mm] 

 ± 0,25 ± 0,35

Max. clamping length [mm] AG 25
Max. axial compression force [kN]  10
Max. radial clamping force [kN]  42
RPM n max. [1/min.]  7000 6000 5500
Reception workpiece end-stop FD Ø 55 f7
Bolt hole circle end-stop  B LK Ø 75 [3 x M6]
End-stop outer Ø [mm] AZ 90
Depth [mm] BR 57,5
End-stop outer Ø 2 [mm] EM 62
Length [mm]  H 66,5
Total length [mm]  I 140,5 145,5
Height [mm]  J 99,7
Bolt hole circle  V LK Ø 125 [3 x M10] LK Ø 145 [3 x M10] LK Ø 160 [3 x M10]
Outer Ø [mm] AW 170 186 205
Weight [kg]  8 9 11
In stock - ✔ -
Order no. 10561/0026 10561/0027 10561/0028

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 414


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]

310  |    www.hainbuch.com



A
d

a
p

ta
ti

o
n
 

c
la

m
p

in
g

 d
e

v
ic

e
s

Q
u

ic
k
 c

h
a

n
g

e
-

o
v
e

r 
s
y
s
te

m
s

M
u

lt
i 
s
p

in
d

le
s

Q
u

ic
k
 c

h
a

n
g

e
-

o
v
e

r 
s
y
s
te

m
s

C
la

m
p

in
g

 h
e

a
d

s
, 

B
u

s
h

in
g

s
, 

J
a

w
s

A
c

c
e

s
s
o

ri
e

s

 MANDO Adapt T812 RD  .   Technical data 

    

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

 Size       2 
 Adaptation size       42/52  65  80 

 Clamping range   [mm]    A  36 – 54 
 Concentricity   [mm]      0,015 
 Release stroke in Ø   [mm]    C  0,4  0,5 
 Reserve stroke in Ø   [mm]    D  0,3  0,4 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,25  ± 0,3 

 Max. clamping length   [mm]   AG  40 
 Max. axial compression force   [kN]      20 
 Max. radial clamping force   [kN]      85 
 RPM n max.   [1/min.]      7000  6000  5500 
 Reception workpiece end-stop    FD  Ø 65 f7 
 Bolt hole circle end-stop     B  LK Ø 90 [3 x M6] 
 End-stop outer Ø   [mm]   AZ  104 
 Depth   [mm]   BR  73,5 
 End-stop outer Ø 2   [mm]   EM  75 
 Length   [mm]    H  82,5 
 Total length   [mm]    I  157,5  162,5 
 Height   [mm]    J  122 
 Bolt hole circle     V  LK Ø 125 [3 x M10]  LK Ø 145 [3 x M10]  LK Ø 160 [3 x M10] 
 Outer Ø   [mm]   AW  170  186  205 
 Weight   [kg]      9  10  11 
 In stock    -  ✔  - 
 Order no.    10561/0005  10561/0029  10561/0030 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 414 

  
 ADAPTATION CLAMPING DEVICES

  MANDO Adapt [mandrel adaptation] 
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MANDO Adapt T812 RD. Technical data

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

Size  3
Adaptation size  42/52 65 80

Clamping range [mm]  A 50 – 80
Concentricity [mm]  0,015
Release stroke in Ø [mm]  C 0,5
Reserve stroke in Ø [mm]  D 0,4
Range / recommended workpiece 
tolerance [mm] 

 ± 0,35

Max. clamping length [mm] AG 44,5
Max. axial compression force [kN]  25
Max. radial clamping force [kN]  105
RPM n max. [1/min.]  7000 6000 5500
Reception workpiece end-stop FD Ø 83 f7
Bolt hole circle end-stop  B LK Ø 104 [3 x M6]
End-stop outer Ø [mm] AZ 120
Depth [mm] BR 80,0
End-stop outer Ø 2 [mm] EM 93
Length [mm]  H 89,5
Total length [mm]  I 164,5 169,5
Height [mm]  J 123,7
Bolt hole circle  V LK Ø 125 [3 x M10] LK Ø 145 [3 x M10] LK Ø 160 [3 x M10]
Outer Ø [mm] AW 170 186 205
Weight [kg]  9 11 12
In stock - ✔ -
Order no. 10561/0006 10561/0031 10561/0032

Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper.  

Concentricity error on the chuck must be taken into consideration.

Segmented 
clamping bushings

End-stop blanks

Page 378 Page 414


ADAPTATION CLAMPING DEVICES

MANDO Adapt [mandrel adaptation]
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 MANDO Adapt T812 RD  .   Technical data 

    

I

A FD EM B VAZ AW

C

D

J

H

BR

AG

 Size       4 
 Adaptation size       65  80 

 Clamping range   [mm]    A  69 – 100 
 Concentricity   [mm]      0,015 
 Release stroke in Ø   [mm]    C  0,5 
 Reserve stroke in Ø   [mm]    D  0,4 
 Range / recommended workpiece 
tolerance   [mm]  

    ± 0,35 

 Max. clamping length   [mm]   AG  52,5 
 Max. axial compression force   [kN]      35 
 Max. radial clamping force   [kN]      150 
 RPM n max.   [1/min.]      6000  5500 
 Reception workpiece end-stop    FD  Ø 103 f7 
 Bolt hole circle end-stop     B  LK Ø 124 [3 x M6] 
 End-stop outer Ø   [mm]   AZ  138 
 Depth   [mm]   BR  90,5 
 End-stop outer Ø 2   [mm]   EM  113 
 Length   [mm]    H  100 
 Total length   [mm]    I  179,5 
 Height   [mm]    J  133,7 
 Bolt hole circle     V  LK Ø 145 [3 x M10]  LK Ø 160 [3 x M10] 
 Outer Ø   [mm]   AW  186  205 
 Weight   [kg]      12  14 
 In stock    -  - 
 Order no.    10561/0033  10561/0020 

 Mounting precision of rotating clamping devices: Concentricity of 0.005 mm can be achieved between chuck taper and mandrel taper. 

Concentricity error on the chuck must be taken into consideration. 

 Segmented 
clamping bushings 

 End-stop blanks 

 Page 378  Page 414 
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